
 

 
                  

   2 MP IP Metal Bullet 
                      

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    Product Features: 

 

➢ 1/2.7''  Sony Progressive scan Sensor 

➢ Full HD @ 1080P 

➢ PoE Optional 

➢ 18 SMD IR LEDs 

➢ IR-CUT Filter with Auto Switch 

➢ True Day/Night vision 

 

 

 



 

 

 

 

2 MP IP Metal Bullet Camera 
 

  

Model RX-2000IP-PD 

Image sensor 1/2.7''  Sony Progressive scan Sensor 

Image Pixels 1920 x 1080 Pixels (2.0 MP) 

Video Streams Main Stream:1920x1080@25fps / Sub Stream: 

640x360@25fps 

Minimum Illumination 0.01 Lux @ (F1.2, AGC ON), 0 Lux with IR 

ONVIF   Supported 

Shutter Speed Auto/Manual, 1/3(4) ~ 1/10,000s 

White Balance Auto  

Network Interface 1RJ45 Ethernet Interface 

Noise Reduction 2D/3D 

Housing type Metal 

Lens furnished 3.6 mm 

IR LED 18 SMD IR LED 

IR distance up to 25 mtr 

Cell phone monitoring Support iPhone,iPad, Android and 3G-4G 

Power Supply 12VDC / 2A 

Operating Temperature  -10°C to +55°C   

Operating  humidity 10％-90％ 

 

 

 

 

 


